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XLERATOR® 

       REFERENCE NUMBER 836-040.

NOTES:
1.  INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2.  DO NOT SCALE DRAWINGS.

STAINLESS STEEL

SELECT DESIRED STAINLESS STEEL COVER FINISH:

XL-SB - BRUSHED STAINLESS STEEL

XL-SI - CUSTOM SPECIAL IMAGE*

LOCATION OF ADDITIONAL MOUNTING
HOLES FOR MORE SECURE INSTALLATION

SURFACE MOUNTED ELECTRICAL
ENTRANCE 7/8" (22 MM) DIA. HOLE

(10) MOUNTING HOLES 5/16" DIA. (8 MM)

(2) ELECTRICAL INLETS 7/8" (22 MM)
DIA. HOLES FOR IN WALL CONNECTION
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www.exceldryer.com

CADdetails.com

EXCEL DRYER INC.
357 CHESTNUT ST, P.O. BOX 365
EAST LONGMEADOW, MA 01028

TOLL FREE: 1-800-255-9235
PHONE: (413) 525-4531

FAX: (413) 525-2853

PROTECTED BY COPYRIGHT ©2016 CADDETAILS.COM LTD.

REVISION DATE 04/12/2016

MEN
45" (114cm)

WOMEN
43" (109cm)

TEENAGERS
41" (104cm)

CHILDREN
35" (89cm)

HANDICAPPED
37" (94cm)

SUGGESTED MOUNTING HEIGHTS FROM FLOOR TO BOTTOM OF DRYER

MOUNTING: SURFACE
TIME CYCLE : AUTOMATIC
DRYER TYPE : HAND DRYER
XL-SI WEIGHT: 17 LBS (7.71 KGS)
XL-SB WEIGHT: 16 LBS (7.26 KGS)VOLTS

110-120V
208-277V

230V

AMPS
11.3-12.2A

5.6-6.2A
6.1A

WATTS
1240-1450W
1160-1490W

1410W

NO HEAT AMPS
4.3-4.5A
2.0-2.2A

2.2A

NO HEAT WATTS
460-530W
425-500W

500W

ELECTRICAL

HERTZ
50/60 HZ
50/60 HZ

50 HZ

* EXCLUSIVE DIGITAL IMAGE TECHNOLOGY ALLOWS FOR THE ADDITION OF COMPANY, SCHOOL OR
  TEAM LOGOS WITH ANY COLOR, DESIGN, OR A "GREEN MESSAGE".


